
TOTAL BIN SOLUTIONS

Four Wheeled Bins
according to UNI EN 840-5

•  Body and lid of the container are one piece injection moulded of High Density Polyethylene (HDPE).
•  The raw material is of high quality, resistant to acids, alkalis, detergents, temperature changes and the combined action 
 of water and UV rays.
•  Smooth internal surface.
•  Four solid rubber tyre wheels (200mm diameter) easily to replace and maintain. Foot brakes on two front wheels. 
 All wheels full 360° swivelling.
•  Provided with a drainage plug made of HDPE to discharge the water used for washing and cleaning.
•  Container body has four side handles and two rear grab handles for manoeuvrability and two further side handles also 
 available as optional. The hinged lid (the hinges are HDPE made) has one handle at the front and more recess for opening. 
 The lid, when closed prevents rainwater from entering the container.
•  GS mark (issued by LGA Nuremberg, Germany) showing safety and EN compliance testing.
•  2 Wheel MGB available in 80L, 120L, 240L and 360L. 4 Wheel MGB available in 660L, 1100L and 1700L.
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TECHNICAL DATA 

 
660 LITERS 

NOMINAL CAPACITY (Lt.) 660 
USEFUL CAPACITY (Lt.) 684 
OVERFALL CAPACITY (Lt.) 654 
MAX DEPTH (mm.) 1370 
MAX WIDTH (mm.) 775 
MAX HEIGHT (mm.) 1185 
TIPPING EDGE (mm.)  1118 
AVERAGE THICKNESS OF THE LID (mm.) 2,80 
AVERAGE THICKNESS OF THE BODY (mm.) 4,40 
TRACK (mm.) 475 
WHEELBASE (mm.) 885 
WEIGHT (Kg.) 35,00 
CARRYING WEIGHT CAPACITY (Kg.) 264 

         *According to the European standard EN 840-5 the tolerances on the plastic container mass claimed is + / - 5% 
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1700 LITERS FLAT LID 

NOMINAL CAPACITY (L) 1700 
USEFUL CAPACITY UTILE (L) 1650 
OVERFALL CAPACITY (L) 1500 
MAX LENGTH (mm.) 1770 
MAX BREADTH(mm.) 1150 
MAX HEIGHT (mm.) 1420 
OVERFALL MAXIMUM HEIGHT (mm.)  1280 
AVERAGE THICKNESS OF THE LID (mm.) 6,50 
AVERAGE THICKNESS OF THE BODY (mm.) 8,00 
TRACK (mm.) 787 
WHEELBASE (mm.) 1249 
WEIGHT (Kg.) 99,00* 
CARRYING WEIGHT CAPACITY (Kg.) 450,00 

*According to the European standard EN 840-5 the tolerances on the plastic container mass claimed is + / - 5% 

 

 
Jcoplastic reserves the right to alter the data of the described models due to technical or commercial modifications and improvements at any time without giving notice. 

 nominal capacity L 660 1100 1700
useful capacity utile L 684 1040 1650
overall capacity L 654 930 1500
max length mm 1370 1370 1770
max breadth mm 775 1100 1150
max height mm 1185 1315 1420
overfall maximum height mm 1118 1195 1280
average thickness of the lid mm 2,80 8,20 6,50
average thickness of the body mm 4,40 7,00 8,00
average thickness of the bottom mm n/a n/a n/a 
track mm 475 848 787
wheelbase mm 885 752 1249
weight kg 35,00 52,00 99,00*
carrying weight capacity kg 264 400 450,00

660 1100 1700


